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NEEDLE MAT AND PRODUCTS
RARE (ZES. ) SHEHRRE, BURETRENGS, SEMRROBEABLSEREN0TRER,

Use glass fiber (basalt, silica) etc. yarn as raw material, cut into fixed length, after carding and layer, then send into the needle loom,

punched into mat.

PESSISME PROPERTY

@ 100 FEEERE, TR
100% inorganic fiber,
non-combustibility.

@ ILIRERS, REME
High porosity, excellent
sound absorption.

@ MEE. RUBEAEKE. |
High temperature duration, low
heat shrinkage and heat loss.

@ FHIEER[], RIAME. :
Low thermal conductivity, |
excellent thermal insulation.

0 BEE MRRER. |
Good tensile strength and |
resistance for wind velocity.
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EEGRENTMEBE TECHNICAL PROPERTY HEEFSKR PRODUCTION SPECIFICATIONS
BE BEHEE BE: 2mm~25mm Thickness: 2mm~25mm
Item Maximum Temperature Duration RE: Max. 3.3M Width: Max. 3.3M
DB LR RS 650°C ~1100°C &E: 10M~150M Length: 10M~150M
Glass fiber needle mat #E. 100~220kg/M* Density: 100~220kg/M®
ZESHEREHRAY 750°C
Basalt fiber needle mat
BB ELETIR AR 1100°C
Silica fiber needle mat
BEERD
Composite fiber series
BN EEERT
Organic fireproof fiber
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